
 

 

 
 
 
 
 
Supplier Ready Qualifying Criteria Guide 
 
  
Distance 

• Less than five (5) miles from an interstate, or high-quality four-lane highway.  
• Minimal traffic “choke points” (intersections, stop-lights, stop-signs, downtowns, 

etc.) 
• No traffic “trap points” (e.g. single entrance/exit, areas where roadways 

occasionally flood, school zones, etc.). 
  
Site   

• Minimum 15 acres for a site (all acreage contiguous and developable). 
• Assume a minimum building footprint of 200,000 SF with the building having the 

capability to be at least doubled. 
• Industrial park setting (zoned industrial and/or covenant-controlled). 
• Flat or slightly sloped in the “developable portions of the site” (including truck 

aprons, parking lots, driveways, etc.). 
• Publicly owned, controlled (e.g. options), or otherwise owned/represented by the 

local ED Organization. 
• Compatible land uses surrounding the site (industrial, aesthetically attractive, 

controlled use, etc.). 
 
Following Site Due-Diligence Completed: 

Geotechnical Exploration: 

Preliminary Geo-Tech: 

One (1) boring for every five (5) acres, but at least five (5) 
borings for any site less than 25 acres.  Depth of borings can 
vary due to different conditions, but suggest borings be 25’-30’, 
and at least one (1) boring to 50’, plus appropriate work (boring, 
sounding, or geophysical method) to determine seismic site 
class. 

 
 



 

 

 
 
 
 
 

Final Geo-Tech: 

Generally, borings should be spaced approximately 150’-200’ 
apart within the building footprint with depths of 25’-30’, and at 
least one (1) boring to 50’, plus borings in parking areas, drives, 
RR spurs, retention ponds, lay-down/storage areas, silos/tanks, 
and other loaded areas. 

Phase 1 - Environmental Site Assessment (ESA). 

• Wetland/ Stream Delineation, plus a concurrence letter from 
the USACE. 

• Protected Species Assessment, including a concurrence 
letter from USF&W (and state DNR if applicable). 

• Cultural Resources/Archaeological Assessment, including a 
concurrence letter from state SHPO (and other applicable 
groups). 
***Mitigation plans for any issues encountered during due 
diligence studies. 

• Construction-ready; minimal clearing; no site permitting that 
will take over 60 days to complete; no mitigation, or any 
other site/regulatory impediments that could delay 
construction within the developable portions of the site. 

• No floodplain or unmitigated streams/wetlands in the 
developable portions of the site. 

• Construction can begin 30 days after the closing on the real 
estate. 

 
 



 

 

 
 
 
 
 
Utilities/Services 

• Construction level service; immediately available. 
• Permanent public utilities at the site, or delivered within six (6) months of site 

selection. 
 

Suggested minimum utility requirements: 

• 2+ MW Power Capacity 
• 500,000 GPD - Water Capacity 
• 200,000 GPD - Wastewater Treatment 
• Distribution-Level Gas Service 
• Fiber Optic Communications 
• Public Fire Protection (no volunteer service) and Law 

Enforcement Office nearby 

 
 


